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CHIP COAT
DECROMASTIC – CHIPCOAT
Where rusting is at all significant i.e. other than light rust "bronzing", and certainly where there is any pitting or holing evident, then these roofs are not considered recoat able. Wherever possible, particularly in coastal regions also check the under surface of the roof at laps as major rust may be occurring from this reverse side.

Where rust bronzing is evident this should be treated first, using acid cleaner, and (after water blasting) these areas additionally spot primed with anticorrosive primer. 

ANTICORROSIVE PRIMER 500 additionally should be used as a precaution over the whole roof any time original chip surface loss has exceeded 30 40% of the roof area. Note that acid cleaner is a phosphoric acid material and must be rinsed away before it dries, as any left trapped under the later coating will increase the risk of pitting rust.

COLOUR TECH ROOF PAINT is used as a basecoat to consolidate and even out the residual chipped surface, and the total chip look evenly restored using Chip coat.
PREPARATION 

Repair, moss-kill.
Treat any rust bronzing with acid wash, water-blast, and prime with ANTICORROSIVE PRIMER 500 as necessary.
ANTICORROSIVE PRIMER 500
Recoat 2 hours

Recommended coverage per square meter. 8 square meters per liter

COLOUR TECH BASECOAT
Recoat 3 hours

Recommended coverage per square meter. 5 square meters per liter

CHIPCOAT /L (average)
Apply with hopper gun or equivalent, Volumair

